
MEASURING BENCH
PS15/16/17
Benefiting from long experience acquired through contact 
with our demanding Swiss watchmaking customers, Sylvac 
has developed a range of measuring benches enabling 
most small external and internal dimensions to be checked 
precisely and quickly.
As the miniaturisation of components nowadays affects all 
industrial fields, Sylvac is in a position to provide a reliable 
solution with these instruments for the most unlikely of 
applications.   

GENERAL CHARACTERISTICS :

• PS15 and PS17 measuring benches to be equip-

ped with a digital indicator or a measuring probe

• PS16 V2 measuring benches with integrated

display

• Powered by lithium battery type CR2477/CR2032

(PS16 V2)

• mm/inch conversion on all models

• Working temperature +5° to +40°C
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TABLES, PLATES AND LAPPING

Bench table PS16 V2

ANVILS

Compatible anvils list at the end of this chapter.

ACCESSORIES

Supporting table XYZ

Supporting table adjustable XZ

Designation

Digital indicator holder (display height / depth)

Replacement lapping stone for 908-2199

Lapping device (3 stones and lapping liquid included)

Setting ring Ø20mm

Setting ring Ø30mm

Designation

Lapping device

• Device for lapping the anvils on the PS15 BH, PS16 V2 and PS17 measuring benches, enabling perfect parallelism

of the anvils for greater measuring accuracy.

• Set consisting of a movable element with linear guide and a motorised rotary drive system for the honing stone

• Delivered complete with 3 honing stones and a bottle of honing liquid.

134600.0205

134600.0165 

134600.0330

134600.1100

134600.1000

on request

on request
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808-2190 • •

808-2302 • •
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908-2194 •

908-2198 • • •

908-2199 • • •

808-2196 •

808-2197 •
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APPLICATIONS

External measurement with anvils Ø 6.5 and 
XYZ table 

Internal measurement in 2 – points with 
auto-centering of the part on LVS 50

Table and anvils for internal measurement in 
3 - points 1.3 - 2.5 mm

Table with adjustable plate (height). Different 
Ø plates available

Table and anvils for internal measurement in 
3 - points 2.5 - 4 mm

Measurement of a small external diameter

Bench table PS16 V2
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DESCRIPTION

Bench table PS17 VS

Fixation  Ø8mm
Adjustable tailstock
(depending on model)

Release lever

Standard anvil

Fixation table

Micrometer screw 
for pre-positioning

Setting X

• Horizontal precision bench for measuring small external dimensions similar to the PS15 bench, but with a tailstock.

• Can be equipped with either a digital digital indicator or a Sylvac measuring probe.

• Robust cast iron construction

• 2 ergonomic levers for moving the movable axis with ball-bearing guide

• Equipped with a micrometric screw to control the recoil of the mobile axis.

• Compatible with Sylvac Ø 1.5 mm and Cary type anvils

• Supplied with hard metal measuring anvils Ø 1.5 mm

• Adjustable measuring force 0.2-1.0 N

• Measuring capacity 37 mm, measuring range 10 mm
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DIMENSIONAL DRAWING

Bench table PS17 VS

VS 1)

at choice 2)

TECHNICAL SPECIFICATIONS

STANDARD DELIVERY

Type

Measuring system 

Tailstock adjustable in Z +1.75 mm	

Measurement capacity C mm

Measuring scale	 mm

Adjustable measuring force N

Weight	  kg

Clamping anvils Ø 1.5 mm

Compatibility with Cary

Micrometer screw

Instrument according to technical specifications 

Instruction manual 

Measuring anvils Ø 1.5 mm (134602.0500) 

Dust cover
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DESCRIPTION

Bench table PS17 Entre-portée

• Measuring bench with great flexibility of use for external dimensions

• Tailstock adjustable in X axis and in Z

• Mini indicator to display the position in Z axis (height) of the tailstock

• Delivered with carbide anvils 0.7mm with 90°V for the measure of distance width

• Accurate micrometer screw for pre-positioning

• Compatibility with Sylvac anvils (Ø1.5mm) and Cary type anvils

• Several accessories available

Fixation  Ø8mm

Release lever

Measuring anvils 
Cary 0.7mm with Vé

Fixation table

Micrometer screw 
for pre-positioning

Setting X

Dial fixation (delivered)
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DIMENSIONAL DRAWINGS

Bench table PS17 Entre-portée

1)  No-included on delivery

at choice 1)

TECHNICAL SPECIFICATIONS

STANDARD DELIVERY

Type

Measuring system 

Tailstock adjustable in Z +1.75 mm	

Measurement capacity C	 mm

Measurement scale mm

Measurement force N

Working temperature (storage)	 °C

Weight	  kg

Cary Compatibility

Micrometer screw

Instrument according to technical specifications

Instruction manual 

Measuring anvils Cary 0.7mm with V (134604.0700)

 Mini digital indicator

Dust cover
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Bench table PS17
TABLES, PLATES AND LAPPING

ANVILS

Compatible anvils list at the end of this chapter.

ACCESSORIES

PS
17

 V
S 

/ V
P

Supporting table adjustable XYZ

Supporting table adjustable XZ

Floating table

Designation

PS
17

 V
S 

/ V
P

Kit for low and strong measuring force

Replacement lapping stone for 908-2199

Lapping device (3 stones and lapping liquid included)

Designation

Lapping device

• Device for lapping the anvils on the PS15 BH, PS16 V2 and PS17 measuring benches, enabling perfect parallelism

of the anvils for greater measuring accuracy.

• Set consisting of a movable element with linear guide and a motorised rotary drive system for the honing stone

• Delivered complete with 3 honing stones and a bottle of honing liquid.

134600.2100

134600.2150

134600.1905

134600.2020

134600.1100

134600.1000
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908-2290 •
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908-2296 •
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PS17
APPLICATIONS STANDARD

Bench table

Measure of a small part on a floating table Multifunctional control station Measure of a distance width with the Z axis 
adjustable tailstock. 
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- 8 Ø 1.5 • • • •
- 8 Ø 2 • • • •
- 2 Ø 6.5 •

0.70 2.2 4 • • • •
0.40 2.2 4 • • • •
0.30 2.2 4 • • • •
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0.10 2.2 4 • • •

0.70 2.2 4 • • • •

1.5 2.2 4 • • • •

PS
15

 B
H

PS
15

 B
V

PS
15

  B
V+

PS
16

 V
2

PS
16

 V
2 

LV

PS
 1

7

I

24

Bench table

Designation

Anvils Ø1.5

ANVILS

Cylindrical anvils TC Ø 1.5 mm

Cylindrical anvils TC Ø 2 mm

Cylindrical anvils TC Ø 6.5 mm

Knife-shaped anvils TC 0.7 mm

Knife-shaped anvils TC 0.4 mm

Knife-shaped anvils TC 0.3 mm

Knife-shaped anvils standard TC 0.2 mm

Knife-shaped anvils standard TC 0.14 mm

Knife-shaped anvils standard TC 0.1 mm

Knife-shaped anvils TC 0.7 mm/V

Knife-shaped anvils standard TC 1.5 mm

PS15/PS16/PS17

134602.0500

134602.0600

134602.0700

134602.1000

134602.0900

134602.0800

134602.0080

134602.0075

134602.0050

134602.1010

134602.1020
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0.10 2.2 4 • •
0.12 2.2 4 • •
0.14 2.2 4 • •
0.15 2.2 4 • • •
0.20 2.2 4 • • •
0.30 2.2 4 • • •
0.40 2.2 4 • • •
0.70 2.2 4 • • •

0.70 2.2 4 • • •

- 6 Ø1.5 • • •
- 6 Ø2 • • •
- 6 Ø3 • • •

1.50 2.2 4 • • •
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Designation

Bench table
ANVILS

Anvils Cary

Knife-shaped anvils TC 0.10 mm

Knife-shaped anvils TC 0.12 mm

Knife-shaped anvils TC 0.14 mm

Knife-shaped anvils TC 0.15 mm

Knife-shaped anvils TC 0.20 mm

Knife-shaped anvils TC 0.30 mm

Knife-shaped anvils TC 0.40 mm

Knife-shaped anvils TC 0.70 mm

Knife-shaped anvils TC 0.70 mm/vé

Knife-shaped anvils TC 1.5 mm

Cylindrical anvils TC Ø 1.5 mm

Cylindrical anvils TC Ø 2.0 mm

Cylindrical anvils TC Ø 3.0 mm

PS15/PS16/PS17

134604.0050

134604.0100

on request

134604.0300

134604.0400

134604.0500

134604.0600

134604.0700

134604.0800

134604.0900

134604.1000

134604.1100

on request




